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• An inexpensive utility gauge for the broad 
commercial and industrial markets

• Suitable for air, water, oil, gas or any other 
media not corrosive to brass

• Other connection locations, mounting styles 
and accessories are available

• Ready for quick shipment upon request

General Specifi cations:

3 Black Steel Case with Chrome Bezel 
3 Brass Socket and Movement
3 Phosphor Bronze Bourdon Tube
3 Dry, Non-fi llable
3 3-2-3% Accuracy
3 Ambient Temperature:  -50 to 1600 F

Available Dial Sizes:

1”, 1 1/2”, 2”, 2 1/2”, 3 1/2”, 4 1/2”

Available Connection  Sizes:
1/8” NPT on 1 1/2” & 2” Dial Sizes
1/4” NPT on 2” Thru’ 4 1/2” Dial Sizes

Dial Scale:

Dual Scale:  PSI & BAR (x100=kPa) 
Other Scales By Special Request

A B C D E

1”
Dial

In. .99 .64 .46 1.10 1/8”
NPTMM 25 16 12 28

1 1/2”
Dial

In. 1.64 .93 .63 1.56 1/8”
NPT

MM 42 24 16 40

2”
Dial

In. 2.07 1.03 .83 1.86 1/8” or 1/4”
NPTMM 53 26 21 47

2 1/2”
Dial

In. 2.50 1.17 .86 2.03 1/4”
NPTMM 63 30 22 52

3 1/2”
Dial

In. 3.97 1.19 .83 2.02 1/4”
NPTMM 101 30 21 51

4 1/2”
Dial

In. 4.5 1.34 .84 2.18 1/4”
NPTMM 114 34 21 55

A B C D E

1 1/2”
Dial

In. 1.64 .93 .63 2.27 1/8”
NPT

MM 42 24 16 58

2”
Dial

In. 2.07 1.03 .83 2.90 1/8” or 1/4”
NPTMM 53 26 21 74

2 1/2”
Dial

In. 2.50 1.17 .86 3.36 1/4”
NPTMM 63 30 22 85

3 1/2”
Dial

In. 3.53 1.14 1.02 4.55 1/4”
NPTMM 90 29 26 116

4 1/2”
Dial

In. 4.89 1.16 1.16 6.05 1/4”
NPTMM 124 29 30 154

Back Connection Dimensions

Lower Connection Dimensions

Model 10A
Standard Commercial Gauge

High Quality Gauges & Accessories a Day Away!

IICON
by Industrial Controls
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Gauge Type
1 = Steel Case, Chrome Ring

Case Type
0 = Plain

Dial Size
10 = 1”
15 = 1 1/2”
20 = 2”
25 = 2 1/2” (63 mm)
35 = 3 1/2” 
45 = 4 1/2”

Connection
1L = 1/8” Lower
1B = 1/8” Back
2L = 1/4” Lower
2B = 1/4” Back

Range
VAC = 30-0” HG Vacuum
VAC/15 = 30” HG & 0-15 psi
VAC/30 = 30” HG & 0-30 psi
VAC/60 = 30” HG & 0-60 psi
15 = 0-15 psi
30 = 0-30 psi
60 = 0-60 psi
100 = 0-100 psi
160 = 0-160 psi
200 = 0-200 psi
300 = 0-300 psi
400 = 0-400 psi
600 = 0-600 psi
1000 = 0-1,000 psi
1500 = 0-1,500 psi
2000 = 0-2,000 psi
3000 = 0-3,000 psi

1 0 A 1B 10015

Example:  15 10A 1B 100

Dial              Model        Connection  Range

The most common ranges are 
listed here. Call for availability of 
additional ranges.

Contact us for information on our complete gauge line .... Other ranges and styles are available
Stock gauges are available off the shelf .... Delivery on non-stock gauges is typically one week or less

Visit us on the web at:  icon-control.com  •  E-mail:  moreinfo@icon-control.com

by Industrial Controls

ICON

Contact Industrial Controls at 1.800.631.2112

Model 10A
Part Numbering System

Tube Material & Fill
A = Bronze Dry


